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Said vessels shall have at least two
seamen ashore to handle the mooring
lines while they are in the lock.

(ii) Mooring lines shall not be cast off
until after the lock gates have been
opened fully into their recesses, and
the signal given to leave the lock. The
lines leading aft shall be released first.
The lines leading forward shall not be
released until the vessel has started to
move forward, so as to prevent the ves-
sel from drifting back into the lock
gates.

(11) [Reserved]
(12) Unnecessary delay at lock. Masters

and pilots must use every precaution
to prevent unnecessary delay in enter-
ing of leaving the lock. Vessels failing
to enter lock with reasonable prompt-
ness, when signaled to do so, shall lose
their turn. Vessels arriving at the lock
with their tows in such shape so as to
impede lockage, shall lose their turn.

(13) Depositing refuse prohibited. The
depositing of ashes or refuse matter of
any kind in the lock; the passing of
coal from barges or flats while in the
lock; and the emission of dense smoke
from any vessel while passing through
the lock, is forbidden.

(14) Vessels denied lockage. The
lockmaster may deny the privilege of
passage through the lock to any vessel
with sharp or rough projecting surfaces
of any kind, or overhanging rigging, or
any vessel which is badly leaking or in
a sinking condition.

(15) Fenders. All barges and oil tank-
ers must be provided with suitable non-
metallic fenders so as to eliminate
damage to the lock or approach walls
and reduce fire hazard. Said fenders
shall be used as may be directed by the
lockmaster.

(16) Operating machinery. Lock em-
ployees only shall be permitted to op-
erate the lock gates, valves, signals or
other appliances. Tampering or med-
dling with machinery or other parts of
the lock is strictly forbidden.

(17) [Reserved]
(18) Vessels to carry regulations. A copy

of the regulations in this section shall
be kept at all times on board each ves-
sel regularly engaged in navigating
this lock. Copies may be obtained with-
out charge from the lockmaster.

(19) Failure to comply with regulations.
Any vessel failing to comply with this

section or any orders given in pursu-
ance thereof, may in the discretion of
the lockmaster be denied the privilege
of passage through or other use of the
lock or appurtenant structures.

[3 FR 2139, Sept. 1, 1938, as amended at 25 FR
8908, Sept. 16, 1960; 26 FR 354, Jan. 18, 1961; 44
FR 67657, Nov. 27, 1979; 56 FR 13765, Apr. 4,
1991]

§ 207.425 Calumet River, Ill.; Thomas J.
O’Brien Lock and Controlling
Works and the use, administration
and navigation of the lock.

(a) Controlling Works. (1) The control-
ling works shall be so operated that
the water level at the downstream end
of the lock will be maintained at a
level lower than that of Lake Michi-
gan, except in times of excessive storm
run-off into the Illinois Waterway, or
when the lake level is below minus 2
feet, Chicago City Datum.

(2) The elevation to be maintained at
the downstream end of the lock shall
at no time be higher than minus 0.5
feet, Chicago City Datum, and at no
time lower than minus 2.0 feet, Chicago
City Datum, except as noted in para-
graph (a)(1) of this section.

(b) Lock—(1) Operation. The Thomas
J. O’Brien Lock and Dam is part of the
Illinois Waterway which is a tributary
of the Mississippi River. All rules and
regulations defined in § 207.300, Ohio
River, Mississippi River above Cairo,
Illinois, and their tributaries; use, ad-
ministration and navigation shall
apply.

[40 FR 57358, Dec. 9, 1975]

§ 207.440 St. Marys Falls Canal and
Locks, Mich.; use, administration,
and navigation.

(a) The use, administration, and
navigation of the canal and canal
grounds shall be under the direction of
the District Engineer, Engineer De-
partment at Large, in charge of the lo-
cality, and his authorized agents. The
term ‘‘canal’’ shall include all of the
natural waters of the St. Marys River
on the U.S. side of the International
Boundary and all of the canalized wa-
terway and the locks therein between
the western or upstream limit, which is
a north and south line tangent to the
west end of the Northwest Pier, and the
eastern or downstream limit, which is
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